Fire Separation Requirements Handout

5 ft or greater

Unlimited 5 L 3ft to less than 5 ft

openings
Fire resistance J

rating not required

Unprotected openings
[~-——— permitted but limited to
25% of wall area

Less than 3 ft

e

One-hour fire
resistance rated
walls

Fire resistance rating
notrequired

No limitation on openings
at 90° to property line

Exterior wall location and fire

FSD

Accessory Buildings

Limited to <3001 sq. ft. each 7

-No minimum separation

FSD: Fire Seperation Distance

requirements
-No fire resistance rated
construction required

Single Family Dwelling
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Unlimited area FSD

_Center Line

Measuring fire separation distance

If less than 3 ft., gypsum board
protection is required for garage

Public way

5/8 in. gypsum board,6d wall

5/8 in gypsum board

board nails at 7 in. OC, or

1/2in. gypsum

11/4 in. type W drywall
screws at 12 in. OC

3/4 in. siding

2x4 16in. or
24in. OC
S/8in. Type 5/8 in. Type X —-
X gypsum gypsum board
board both
sides
Interior

Fastening
6d wa!lboard nail
13/4(;2a?v_2)mzed 5/8 in. gypsum board 5/8 in. gypsum board
rot ol £ 0C 2 1/4in. type S drywall 17/8 in. type W drywall
nails screws at 12in. OC screws at 12in. OC
2x4 24.in. OC
Anysiding  5/8 in. Type
material X gypsum
sheathing board
5/8in. Type X
gypsum board

2x4 studs
16 in. OC

Exterior Interior

3/4 in. non-
J combustible siding
1/2in. gypsum

1 hour interior partition

1 hour exterior wall

2x6 studs 16 in. OC or
2x4 studs 16 in. OC with
mineral wool insulation

Exterior

1 hour exterior wall

2 hour wall

Typical fire resistance rated wall assemblies

Minimum Fire Resistance

Minimum Fire Separation

Exterior Wall Element Rating (hours) Distance (ft.)
Walls Fire resistance rated 1 (with exposure from both sides) <5
Not fire resistance rated 0 5
Projections Fire resistance rated 1 (on the underside) 2
Not fire resistance rated 0 5
Openings Not allowed N/A <3
25% of wall area 0 3
Unlimited 0 5
Penetrations All Comply with Section R302.4 <5
None required 5




